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ABSTRACT  

 
The National Institute of Standards and Technology (NIST) is developing a guarded hot plate 
apparatus to measure the thermal conductivity of thermal insulation over a temperature range 
from 90 K to 900 K.  The apparatus will create nominal one-dimensional heat flow through a 
specimen by placing it between two isothermal plates at different temperatures.  The thermal 
conductivity is then calculated from Fourier’s Law using the temperatures of the plates, the 
heat input to the hotter plate, and the thickness of the specimen.  In order for this apparatus to 
provide accurate results, however, each plate must be maintained at a nearly uniform 
temperature, and the edge of the specimen must be guarded to prevent radial heat flows.  
Commercially available finite element analysis software helped detect flaws in the design. 
Temperature profiles throughout the instrument, unwanted heat gains or losses, and the ability 
of fluid channels to provide adequate cooling were determined using finite element analysis.  
The resulting temperature variations are estimated to be approximately 38 mK on the meter 
plate and less than 5 mK on the cold plate for the worst case scenarios of plate operation.  
Errors in thermal conductivity from extraneous heat flows out the edge of the plate are 
estimated to be approximately 0.5 % for thick specimens at approximately 900 K but will be 
significantly less for thinner specimens and at lower temperatures.   

 
 
Introduction 
 
 The National Institute of Standards and 
Technology (NIST) is designing a guarded hot 
plate apparatus to measure the thermal 
conductivity of insulating materials over a 
temperature range from 90 K to 900 K.  The new 
instrument will greatly expand the ability to 
measure insulation that is designed for cryogenic 
applications or for industrial applications at high 
temperatures.  Current test data suggest that the 
lack of appropriate standards has caused 
significant variability in measurements, and the 
design of this plate will address many of the 
concerns in measuring specimens over a wide 
temperature range.   
 A guarded hot plate is an absolute 
instrument for determining the thermal 
conductivity of homogeneous flat specimens.  
This method is recognized by the American 
Society of Testing and Materials (ASTM) [1] 
and by the International Organization for 
Standardization (ISO) [2] as the standard method 
for obtaining the thermal resistance of building 
materials.  Zarr has recently documented the 
history of the guarded hot plate apparatus at 
NIST [3], and similar instruments throughout the 

world have been described by Pratt [4] and 
Klarsfield [5].   
 This paper describes how ANSYS1 was 
used to improve the design of the proposed 
guarded hot plate.  Several simulations will be 
discussed to demonstrate the role of finite 
element analysis in predicting the performance 
of the apparatus.   
 
General Overview of Design 
 
Determination of the thermal conductivity is 
based on Fourier’s Law in one dimension: 







with a convection boundary condition on the 
surface is equivalent to modeling the full two-
body problem.  The heat transfer coefficient is 
the inverse of the thermal resistance of the 
specimen, and the temperature to which 
convection occurs is the cold plate temperature.  
For meshing, SOLID87 elements (10 node 
tetrahedron) were applied with Smart Sizing of 5 
and a global element size equal to 1.5 times the 
heater diameter.  Grid sensitivity studies were 
performed by decreasing the Smart Sizing values 
until temperature predictions changed by less 
than 1 mK.  Solution on the final grid was 
typically performed in approximately five 
minutes.   
 Figure 5 displays the temperature 
contours on the surface of the meter plate facing 
the specimen.  The range of temperatures is quite 
small for this simulation, but a concern arose 
because of the cold spot in the lower half of the 
surface.  This cold spot affects the sensitive 
region of the SPRT.  Figure 6 shows the 
temperature along a path coincident with the axis 
of the SPRT well from the bottom of the plate to 
the top.  One can see that the cold spot  
 
 

 
 

Figure 5.  Temperature contours on surface of 
meter plate for original heater layout. 

 

 
 

Figure 6.  Temperature along path coincident 
with axis of SPRT for both heater layouts. 

encroaches upon the sensitive region of the 
SPRT.  While the overall variation in 
temperature was small, this perturbation near the 
SPRT was a concern.  The design was modified 
to help alleviate this problem.   
 The final heater layout is given in 
Figure 7, and the resulting temperature profile is 
displayed in Figure 8.  The temperature 
fluctuations along the surface of the plate are 
similar to the previous design, but the cold spot 
near the SPRT has been removed.  The use of 
ANSYS provided insight to modify the heater 
layout so that measured temperatures will give a 
better indication of the average surface 
temperature.  
 

 
 

Figure 7.  Final heater layout in meter plate. 
 
 

 
 

Figure 8.  Temperature contours on surface of 
meter plate for final heater layout. 
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Cold Plate 
 As the thermal sink nearest to the 
environment, the cold plate provides the bulk of 
the heating or cooling to change the average 
specimen temperature.  The cold plate needs 
coolant tubes to reach approximately 90K and 
heating elements to achieve 900 K.  To achieve a 
nearly uniform temperature profile along the 
surface, a composite design was developed.  The 
cross-section of the design is shown in Figure 9, 
consisting of (top to bottom) the thermometry 
plate, the heater plate, and the coolant plate.  
Figure 9 shows a more detailed schematic of the 
cold plate shown in the guarded hot plate 
schematic of Figure 1.  Thermal insulation will 
be placed between the three plates to diminish 
temperature fluctuations and to prevent the 
heating elements from battling with the coolant 
tubes when both are operating.  Behind the plate 
is auxiliary insulation and a water jacket to 
maintain the outer shell at room temperature.  
Analysis of this complex array would be difficult 
with typical analytical techniques. 
 
 

 
Figure 9.  Schematic of composite cold plate (not 

to scale, dimensions in mm). 
 
 

 In addition to the composite geometry, 
another difficulty in the analysis of the cold plate 
is the presence of the fluid flowing through the 
coolant tubes.  Since this fluid will gain heat 
flowing through the tubes, maintaining an 
isothermal thermometry plate is a challenge.  
ANSYS was used to simulate various layouts of 
the coolant tubes to determine if the resulting 
surface temperature profile was sufficient.  The 
following sections will discuss the analysis of 
fluid channels using ANSYS Mechanical.   
 Instead of using a full computational 
fluid dynamics (CFD) code to simulate the 
channels, efforts were focused on using the 
Mechanical module, which was more familiar to 
analysts.  FLUID116 elements were thus used to 
model the flow.  These pipe elements are line 
elements that have either two or four nodes.  The 

four-node option allows the user to model the 
fluid with two nodes and the wall of the tube 
with the other two.  The element handles the 
convective coupling between the fluid and solid.  
The two wall nodes are also used in meshing the 
solid, creating a connection between the fluid in 
the coolant tubes and the solid.   
 To simulate the coolant tubes, lines 
were created along the path of the fluid.  Initial 
attempts to simply mesh these lines with the 
FLUID116 elements using the Mesh Tool were 
unsuccessful because elements were not 
necessarily oriented in the correct manner.  
Proper orientation is vital for these elements 
because flow directions are dependent on the 
manner in which the elements are defined.  It 
was found that the use of the Mesh Tool resulted 
in elements with opposing flow directions, 
thereby ruining the simulations.  To alleviate this 
problem, a file was created to manually generate 
the elements.  The steps that were taken to 
simulate the fluid flowing through the solid are 
as follows: 
 
1) Create keypoints along the path of the 

fluid channel. 
2) Connect keypoints to form a line. 
3) Create a circle to represent the outside 

of plate. 
4) Create two areas from the “fluid 

channel” line and circle. 
5) Extrude areas to form the solid plate 
6) Create nodes at the keypoints making 

up the fluid channel.  
7) Copy those nodes at an arbitrary 

distance from the original nodes.  The 
new nodes will be the “fluid” nodes, 
while the original nodes will be the 
“solid” nodes.   

8) Define FLUID116 elements using the 
nodes generated in steps 6 & 7. 

9) Mesh the solid using conventional 
methods (SOLID87 elements). 

10) Merge coincident nodes to glue the 
FLUID116 elements to the solid 
elements.  

 
The FLUID116 elements require real constants 
to be assigned for the hydraulic diameter and 
cross-sectional area of the pipe.  While the user 
has the option of specifying a convection 
correlation, a constant heat transfer coefficient 
was applied in this simulation as part of the fluid 
properties.  Viscous heat generation was also 
included as a material property.   

 5





 
Figure 12.  Temperature contours on surface of 

cold plate; nitrogen gas as coolant. 
 
 
 From these results, it was decided that 
liquid nitrogen was needed as the coolant 
medium at low temperatures.  To obtain 
temperatures above that of liquid nitrogen, power 
is added from the heater plate (Figure 9).  
Temperature variations with the liquid nitrogen 
are similar to those found with ethanol.  With 
these liquids, the plate can be operated over the 
desired range.  The use of ANSYS to model the 
effect of cooling channels in the plate was 
extremely helpful in determining the temperature 
profiles resulting from different fluids and from 
different channel configurations.  Furthermore, 
these simulations did not require a full-fledged 
CFD analysis, yet the results provided insight on 
the physics of the problem.   
 
Ensuring 1-D heat flow 
 
 Another major focus of the finite 
element analysis was to ensure that the design 
effectively decreased the amount of heat flowing 
in or out of the meter region in the radial 
direction.  For this purpose, the design calls for a 
guard around the periphery of the specimen that 
is controlled near the temperature of the 
specimen.  Figure 13 shows a cross-section of 
one-quarter of the plate.  Because of symmetry, 
the entire plate can be simulated with this two-
dimensional axisymmetric model.  This model 
shows a bit more detail than the simple 
schematic of Figure 1, while the cold plate 
construction is simplified slightly from that 
shown in Figure 9.  The cold plate in Figure 13 
consists of two pieces with a thin layer of 
insulation between them.  Heat is generated 
uniformly in the lower plate.  With this 
arrangement, temperature fluctuations on the 
surface of the cold plate are greatly diminished.  

Auxiliary insulation on the outside of the plate 
decreases heat transfer to the environment, and 
the outside border is cooled with a water jacket 
for safety and for better control of environmental 
conditions.  The specimen in Figure 13 is 100 
mm thick (maximum design thickness); the 
unusual shape of the lower auxiliary insulation is 
meant to accommodate thinner specimens.  The 
edge guard is modeled as a thin strip of metal 
with a specified temperature.  The purpose of 
these studies was to determine the effectiveness 
of the edge guard in preventing radial heat flow 
from the meter section.  
 

 
Figure 13.  One quarter cross section of Guarded 

Hot plate for analyzing heat flow within the 
specimen; dimensions in mm. 

 
 
 The model shown in Figure 13 was 
meshed with PLANE77 elements (8-node 
quads).  Most areas were meshed with mapped 
meshing, but the specimen area required a free 
mesh owing to the awkward geometry near the 
guard gap.  Mesh refinement in the specimen 
was made near the guard gap to resolve the 
temperature effects in that region.  The thermal 
conductivities of the auxiliary insulation, edge 
insulation, and specimen are temperature 
dependent.  For the final design, the edge guard 
is controlled at a uniform temperature matching 
the mean temperature of the specimen.  Heat 
generation was applied to each of the meter 
plate, guard ring, and cold plate.  Though the 
actual plate is heated with carefully spaced 
wires, the model was simplified here by applying 
uniform generation to the entire area of the 
plates. 
 Determination of the proper heat 
generation rates required an iterative process.  
Three independent quantities needed to be 
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controlled.  To determine the proper values, three 
parameters were selected as output to gauge the 
effectiveness of the power selections.  First, the 
temperature difference across the specimen 
needed to reach the desired value.  Second, the 
desired mean temperature of the specimen is 
known and should be matched to the temperature 
specified on the edge guard.  The last condition 
to be met is that the temperature difference 
across the guard gap should be zero to prevent 
unwanted radial heat flow to or from the meter 
plate.  Hand calculations determined the first 
estimate for powers, and several perturbations of 
those values were then run.  To tune the optimal 
value for the powers, linear regressions were 
performed for each of the output variables as a 
function of the three input powers.  These 
regressions were used to predict the optimal 
powers in each plate to achieve the desired 
output.  After several iterations, the correct 
powers for the three plate areas were obtained.  
Table 3 describes the final parameters for this 
simulation.  Solution typically required 
approximately 10 minutes; though the model was 
two-dimensional, the temperature dependent 
properties of the insulation required iterative 
solutions.   
 Figure 14 shows the resulting 
temperature profile for a 100 mm specimen at an 
average temperature of 910 K and a temperature 
difference across the specimen of 40 K.  The 
isotherms in the meter region are nearly parallel, 
indicating that the heat flow is largely one-
dimensional in this region.  Without sufficient 
guarding, the curves in the isotherms at the edge 
of the specimen would creep into the meter 
region, indicating that some of the heat from the 
meter plate would flow out the side of the 
specimen instead of directly to the cold plate.  
Estimates of the error in measurement due to this 
  

Table 3.  Edge Guard Simulation Parameters 
 

Plate material Nickel 
Edge guard material Nickel alloy 
Specimen material Fiberglass batt 
Aux. insulation material Alumina board 
Edge insulation material Ceramic Fiber 
Edge guard temperature 910 K 
Ambient temperature 298 K 
Generation rates  
  Meter plate 4919 W/m3 
  Guard Ring 12412 W/m3 
  Cold Plate 2.00x105 W/m3 

 

edge guard are approximately 0.5 %.  For thinner 
specimens and at temperatures closer to room 
temperature, these errors would be greatly 
diminished, so this error is a worst-case scenario 
for edge guarding.  While the numbers cannot be 
taken literally, the ANSYS analyses provided 
confidence that the edge guard would 
sufficiently protect the specimen from unwanted 
heat gains and losses.   
 
 

 
Figure 14.  Temperature contours in 100 mm 

specimen for a temperature difference of 40 K at 
a mean temperature of 910 K. 

 
 
Conclusion 
 
 ANSYS was used to supplement 
analytical methods in the design of a new 
Guarded Hot Plate apparatus to measure the 
thermal conductivity of thermal insulation.  The 
finite element simulations enabled designers to 
determine whether heater and coolant tube 
layouts would generate a uniform temperature 
profile on surfaces facing the specimen.  
Analyses also assured designers that one-
dimensional heat transfer would be present in the 
meter section of the specimen.  The use of 
ANSYS has provided greater insight into the 
physics of the apparatus and will enable NIST to 
make measurements with greater accuracy.   
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