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ABSTRACT 

The focus of this effort is to investigate the dispersal of liquid fire suppression agents 
around solid obstacles, and obtain a better understanding of the physical processes of 
droplet transport in cluttered spaces.  An experimental investigation is presented to 
examine the flow field dynamics of highly turbulent flow over obstacles, and spray 
transport in such flow fields. The obstacles of interest were a cylinder and body-centered 
cube (BCC) arrangement of spheres. Transport of both water droplets and seed particles 
was characterized upstream and downstream of these obstacles using particle image 
velocimetry (PIV).  Data were recorded for the cylinder at ambient temperature and after 
being heated to 423 K to estimate the effects of the hot cylinder surface on droplet 
transport.   The results indicate that smaller droplets are entrained into the recirculation 
region behind the cylinder while the larger droplets impact the cylinder surface, 
accumulate, and drip off, or disperse radially away from the surface regardless of their 
interaction with the cylinder.  The flow over the heated cylinder indicates the formation 
of layer of vaporizing liquid on the downstream side of the cylinder in the shear region 
between the recirculation zone and free stream.   In addition, surface cooling that 
resulted from spray impingement was around 50 % of the preset cylinder temperature.  
For the BCC (with a blockage ratio of about 64 %), there is both transport of droplets 
and seed particles around and through the BCC, as well as significantly more liquid 
accumulation and dripping than for the cylinder. 

INTRODUCTION

The new generation of Halon replacements include chemical suppressants that have high 
boiling point temperatures (i.e., Tb > 330 K) and exist in liquid phase under high-pressure 
release or in ambient conditions.  Release of these agents in a confined space results in 
the dispersal of droplets that either travel along ballistic trajectories, move with the 
convecting flow, or a combination of the two depending on the local Stokes number of 
the droplet.  Therefore, an accurate representation of droplet transport is crucial for 
numerical modeling of fire suppression in confined spaces using these agents.  To better 
understand the physics of droplet transport around and behind solid objects, an 
experimental arrangement at the NIST spray facility has been modified to impose 
controlled grid-generated turbulence on the air stream.  Experimental results from this 
facility provide new experimental data for a well-characterized, homogenous droplet-
laden turbulent flow field around prescribed obstacles.  This experimental effort 
compliments another numerical effort to develop and validate the subgrid model of the 
VULCAN Computational Fluid Dynamics (CFD) fire physics code for spray-clutter 
interactive environments, under development at Sandia National Laboratories. 



Baseline measurements of the discrete (spray) and continuous (gas) phase velocities with 
prescribed obstacles are reported in this study.  This work is a continuation of a previous
investigation on the measurement and numerical prediction of homogeneous turbulent 
flow over different diameter cylinders [1], which serves as a baseline for this droplet-
laden flow study.  The results were obtained using particle image velocimetry, and 
visualization techniques.  Operating flow rates were based on typical engine-nacelle-like
conditions.  Liquid agent transport was investigated around two representative obstacles - 
a cylinder (having a diameter larger than the characteristic length-scale of turbulence),
and a body-centered cubic arrangement of spheres.  The cylinder represents a classical 
configuration and the body-centered cube represents a more complicated scenario.  The
cylinder was also heated to explore thermal effects on droplet vaporization and transport 
around the cylinder.  These data will be used for subgrid model validation of the 
VULCAN fire physics code.  This paper presents a description of the experimental 
arrangement and diagnostics used to characterize the droplet-laden flow field.  The 
experimental results from the nonheated and heated cylinder, and body-centered cube are 
compared and discussed, along with comments on future work. 

EXPERIMENTAL ARRANGEMENT

In order to explore droplet transport around obstacles, an experimental arrangement is 
used that provides a well-characterized homogeneous turbulent flow field around 
prescribed obstacles, and is shown in Fig. 1.  The experimental setup includes a 
nonswirling air that coflows around the liquid agent injector. The experiment is oriented 
horizontally, as opposed to the original vertical arrangement (see Ref. 1), to enable 
collection of liquid agent that drips off of the obstacle, and prevent liquid droplets 
downstream of the obstacle from falling back upstream into the oncoming stream.  The 
agent used in this study was water that was supplied to the flow field with a 60o hollow-
cone pressure-jet atomizer (with a nominal flow rate of 3.78 kg/h).  An octagon-shaped 
Plexiglas insert (with a wall thickness of 6 mm, length of 610 mm, and major and minor
axes of 760 mm and 560 mm) was used as a boundary condition.  The Plexiglas insert,
along with the front face that supported the inlet passages for the liquid agent and air, and 
back face that supported the exhaust passage, served to form a closed system.  A 
honeycomb layer (51 mm thick with 3 mm size cells) is used to straighten the airflow, 
which is co-positioned around an injector for the agent. Grid-generated turbulence is 
imposed on the air stream by placing a square layer of wire mesh screen (with dimensions
of 229 mm by 330 mm, and 13 mm size cells) downstream of the honeycomb.  For these 
experiments, the incoming air (supplied from a 7 L/min compressor) was directed entirely 
through a distributor plate with steel wool, circular cross sectional area of the honeycomb 
(203 mm in diameter), and then through wire mesh screen (placed 25 mm downstream of 
the honeycomb), as shown in Fig. 1. The face of the liquid atomizer was placed flush with
the upstream side of the grid, and centered within one mesh cell so that the liquid spray
would be unimpeded by the grid.  The integral and Kolmogorov length scales of 
turbulence are estimated to be 3 cm and 100 µm, respectively.  A stepper-motor-driven
traversing system translates the entire assembly, and permits measurements of the flow 
field properties at selected locations downstream of the injector. 

2



air

liquid
agent

honeycomb

distributor grid

spray

heated obstacle

plexiglas chamber

collector

collector (pan)

exhaust

seeding
agent

atomizer

air

liquid
agent

honeycomb

distributor grid

spray

heated obstacle

plexiglas chamber

collector

collector (pan)

exhaust

seeding
agent

atomizer

air

liquid
agent

honeycomb

distributor grid

spray

heated obstacle

plexiglas chamber

collector

collector (pan)

exhaust

seeding
agent

atomizer

air

liquid
agent

honeycomb

distributor grid

spray

heated obstacle

plexiglas chamber

collector

collector (pan)

exhaust

seeding
agent

atomizer

air

liquid
agent

honeycomb

distributor grid

spray

heated obstacle

plexiglas chamber

collector

collector (pan)

exhaust

seeding
agent

atomizer

air

liquid
agent

honeycomb

distributor grid

spray

heated obstacle

plexiglas chamber

collector

collector (pan)

exhaust

seeding
agent

air

liquid
agent

honeycomb

distributor grid

spray

heated obstacle

plexiglas chamber

collector

collector (pan)

exhaust

seeding
agent

atomizer

Figure 1.  Schematic of the experimental arrangement for the droplet laden grid-generated
                 turbulent flow field. 

Measurements were carried out with two obstacles, an aluminum cylinder and a body-
centered cube arrangement of wooden spheres (see Figs. 2 and 3, respectively).  The
cylinder used in this study has a diameter of 32 mm, which was chosen because its 
diameter is larger than the integral length scale of turbulence (see Ref. 1).  The cylinder is 
an aluminum rod with a length of 305 mm (see Fig. 2).  A hole (13 mm in diameter) was 
bored through the center for placement of a 250 W cartridge heater (13 mm in diameter
and 76 mm in length).  The rod was also cut into two halves and 1 mm deep channels 
bored along one segment for placement of five K-type thermocouples.  The thermocouples
have an inconel sheath, ungrounded, and 0.8 mm in diameter (305 mm long).  The
thermocouples were placed in a cross pattern in the center of the rod (each separated by a 
distance along the surface of 6.4 mm, with their tips (thermocouple junctions) placed
about 3.2 mm of the surface with bored holes at each location).  The central thermocouple
was used for temperature control of the heater, which was positioned behind the 
thermocouples.  The BCC is composed of nine wooden spheres with a nominal diameter
of  28 mm,  all interconnected with posts (with a nominal length of 24 mm and width of 
3.2 mm) as shown in Fig. 3.  (The posts connecting the center sphere were nominally 17 
mm in length.)  The blockage ratio, or obstructed cross-sectional area for an equivalent 
area encompassing a face of the BCC, was about 64 %.  The two obstacles were coated
with flat black paint to reduce reflections of laser light off their surface for any optical
measurements.  The obstacles were placed nominally 182 mm downstream of the 
honeycomb, and centered with the atomizer centerline. Choice of location of the screen 
and obstacles is discussed further in Ref. 1.
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Figure 2. Experimental  arrangement  for  the  heated cylinder:  a) schematic and b) front

view.

The flow field was characterized using a three-dimensional particle image velocimetry
(PIV) system from Dantec Dynamics* (see Fig. 4).  PIV is a non-intrusive field measuring
technique (as opposed to a single-point diagnostic method) that can measure two or three 
components of velocity.  The method requires seed particles to be added to the flow, 
which are then assumed to follow the streamlines and act as tracers. The spatial
displacement of the seed particles, corresponding to two images separated by a known 
time period  (the time between laser pulses was 70 µs), is measured and the velocity is
deduced.  The pencil fogger generates water-based seed particles approximately 1 m in
diameter.  A separate supply of air (negligible with regard to the total compressor air flow
supplied  to the experiment)  was used to carry the fog aerosol from an enclosed aluminum

4

*Certain commercial equipment or materials are identified in this publication to specify adequately the
experimental procedure. Such identification does not imply recommendation or endorsement by the
National Institute of Standards and Technology, nor does it imply that the materials or equipment are 
necessarily the best available for this purpose.



5

streamwise flow
direction

streamwise flow
direction

m

Figure 3.  View of the body-centered cube of spheres.

24 m   24 mm

28  28 mm 

box containing the fogger into the main air stream downstream of the distributor plate 
(see Fig. 1).  A tube with several holes was stretched across the passage to enable 
dispersion of the fog seed across the measurement area.  The PIV images are obtained in
a plane corresponding to the laser light sheet, which is oriented downward from above
the Plexiglas chamber and onto a cross section of the obstacle.

The 3-D stereo PIV system differs from traditional PIV systems in that two CCD cameras
are used, and three velocity components are measured [2].   A 50 mJ Nd:YAG laser was 
used as the illumination source for the PIV measurements.  The pulse duration of the
laser light sheet was about 5 ns, and the wavelength of the light was 532 nm. A pair of 
12-bit double-frame CCD cameras with a resolution of 1024 x 1280 pixels was used to 
obtain the images.  Special camera mounts were utilized to permit the rotation of the
camera body with respect to the camera lens so the Scheimpflug condition was satisfied, 
permitting the laser sheet to be in focus despite the non-orthogonal camera alignment [2]. 
Bandpass filters (center wavelength = 532 nm, acceptance window = 30 nm) were used to 
reject the broadband white light from the room. The two cameras were placed at angles of 
about 95o and 145o from the vertical orientation of the laser beam, i.e., as measured from
the forward direction of propagation of the laser sheet. The processed results are 
presented as a composite mapping of individual planar regions that are about 33 mm in 
height and 53 mm in width (i.e., field of view for common overlap region of both 
cameras).  Statistics were obtained from about 500 - 700 individual records (obtained at a 
rate of approximately 3 Hz).  Each field of view represents about 9900 vectors for the 
seeded-only flow, and 4950 vectors for the spray-only case.  The spatial resolution of the 
measurements depends directly upon the pixel interrogation area (i.e., 16 x 16 pixels, 
with a pixel size/resolution of 6.7 µm), resulting field of view, total number of pixels, and
laser light sheet thickness (i.e., 2 – 3 mm), and indirectly on the seeding density.   Using 
only  seed  particles,  the  spatial resolution was approximately 700 µm in the plane of the
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     the axial and radial components of velocity. 

Figure 8. Variation of the mean streamwise and cross-stream velocities with
downstream distance for the body-centered cube of spheres.  Contours are the
stream traces of the in-plane vectors obtained from the axial and radial
components of velocity. 

NEXT PHASE 

This experimental work will study next droplet transport processes of another liquid fire 
suppressant agent in the regions upstream and downstream of different obstacle 
configurations.  The liquids that will be used are water and HFE-7100 (boiling point of 
334 K) because of the effectiveness of high boiling point liquids to extract heat from a 
flame zone.  A two-component phase Doppler interferometry system will be used to 
obtain spatial profiles of the droplet size and velocity distributions, and droplet number 
density, and allow comparison of water and HFE-7100 in order to study the effects of
different physical properties on droplet transport.  If needed, PIV measurements will be 
carried out to provide the spray and flow field characteristics upstream and downstream 
of obstacles under different operating conditions.  The results will be used to provide data 
for input and validation for the subgrid turbulence model of the VULCAN fire code. 



CONCLUSIONS

Particle image velocimetry measurements were carried out for a droplet-laden, 
homogeneous turbulent flow over an unheated and heated cylinder, and body-centered 
cube arrangement of spheres.  Droplets were observed to impact the cylinder surface and 
either wet (leading to dripping) or rebound off the surface.  The Weber number was too 
low to lead to droplet shattering.  Significant spray cooling of the surface and the 
presence of a vapor stream downstream of the cylinder along the shear layer was 
observed for the heated cylinder.  Comparison of the velocity fields obtained with water 
droplets from a pressure-jet atomizer and 1 m size seed particles formed from a fogging 
device indicate that dispersion of droplets/particles around an obstacle is dependent on its 
size.  Future efforts of this work will be directed to investigating other liquid agents (i.e., 
HFE-7100) to determine physical property effects on transport processes.  Also, these 
results provide a baseline for future comparison with simulations from the Vulcan fire
code under development at Sandia National Laboratories. 
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